


PRO-SP / PRO-NP DRILL INSERTS

I SPMT-DM Drilling Insert ﬁﬂﬂﬂ@!/

= Geometry-.
= Features ¥~ ‘
Suitable geometry for a variety of ——
b steels. } @ jdl
o, o I \ s
——
d &
. Coated Carbide Cermet  |Uncoated (inch)
A%plllcable Designation ISO Carbide
older PMIOC | PM25C| PM35P | KM20C| PM30P | PM20S | PM30S | KTMIOU| | d t r d
PRO - Drill SPMT 050203-DM 138-326 14?-393 0.21 {0.090| 0.010 |0.090
10.90 710
060204-DM 148-327 148-394 0.24 | 0100 | 0.020|0.100
$1090 $710
070204-DM 148-328 148-395 0.28 | 0.100|0.020| 0110
$1090 $710
(¥ Pr.520
° L] L]
I NPET-DA Drilling Insert - For Aluminum
= Geometry
= Features r
p Excellent geometry for non-ferrous materials \
. Coated Carbide Cermet |Uncoated (inch)
A;:\plllcable Designation ISO Carbide
older PM10C |PM25C | PM30C | KM20C | MM30P | PM20S | PM30S | KTMIOU| | d t r i
PRO-NP Drill |NPET 222408-DA 1;17-937 0.327 |0.323|0.098| 0.031| 0.110
14.40
252808-DA 14517-938 0.366 |0.362| 0130 | 0.031|0.134
15.30
293208-DA 147-939| 0.413 |0.409| 0130 | 0.031| 0134
$15.30
334008-DA 127—940 0.512 [0.508| 0.156 | 0.031 | 0157
16.30
415008-DA 147-941| 0.602 |0.598 | 0.187 | 0.031 | 0.177
$18.90
(3 rP520

Quick Choice Grade Selection

M K
Stainless Steel [« @ TN

521 ‘



PRO-NP DRILL INSERTS

I NPET-DR Drilling Insert - For Soft Steels

= Geometry

= Features
Stronger geometry for roughing
applications in a variety of steels

. Coated Carbide Cermet Uncoqted (inch)
A;;]pl;gable Designation ISO Carbide
olaer PMI0C |PM25C | PM35P | KM20C | MM30P| PM20S | PM30S | KTMIOU| | d t r di
PRO-NP Drill |[NPET 222408-DR 128-334 0.327|10.323|0.098| 0.031 | 0.110
14.50
252808-DR 148-335 0.366 [0.362 | 0130 | 0.031|0.134
$15.50
293208-DR 148-336 0.413 |0.409| 0130 | 0.031 | 0.134
$15.50
334008-DR 148-337 0.512 |0.508| 0.156 | 0.031 | 0.157
$16.40
415008-DR 148-338 0.602|0.598| 0.187 | 0.031 | 0.177
$18.90
(¥ p520

I NPMT-DM Dirilling Insert - For Steels & Cast Iron

= Geometry
= Features .
Excellent geometry for a variety
‘ of steels and Cast Iron j
. Coated Carbide Cermet Uncoqted (inch)
A;:\plllcable Designation ISO Carbide
older PMIOC |PM25C | PM35P | KM20C| MM30P | PM20S | PM30S |PTM30U| | d t r | d
PRO-NP DRILL| NPMT 222408-DM 128-329 0.327 |0.323|0.098| 0.031 | 0.110
10.90
252808-DM 148-330 0.366 |0.362 | 0.130 | 0.031| 0134
$11.60
293208-DM 148-331 0.413 |0.409| 0.130 | 0.031|0.134
$11.60
334008-DM 148-332 0.512 |0.508| 0156 | 0.031 | 0157
$12.20
415008-DM 148-333 0.602 |0.598 | 0.187 | 0.031| 0177
$14.20
(& r520

Quick Choice Grade Selection

M K
Stainless Steel |[«:T3 @ [T
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PRO-NP DRILL INSERTS

I NPMT-DS Drilling Insert For Stainless Steel ﬁgﬂﬂ@j

= Geometry h 4
= Features .
Excellent geometry for Stainless
Steel. jdl
. Coated Carbide Cermet  |Uncoated (inch)
A;:]pllcable Designation ISO Carbide
older PMIOC | PM25C | PM30C | KM20C| MM30P| PM20S|PM30S|PTM30U| | | d | t | r | di
PRO-NP DRILL| NPMT 222408-DS 0.327 |0.323|0.098| 0.031 | 0.110
$1090
252808-DS s 0.366|0.362 | 0.130 | 0.031|0.134
11.60
293208-DS 0.413 |0.409| 0.130 | 0.031|0.134
$11.60
334008-DS s 0.512 |0.508| 0.156 | 0.031 | 0157
12.20
415008-DS 0.602 |0.598 | 0.187 | 0.031| 0177
$19.30
(& pr.520
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GS 675 / 6S 890 Biue)

e Interchangeable soft jaws

¢ Jaws interchangeable with most major brands
e Available in 7.5" & 8.9" openings

¢ 10 Year warranty GS MODULAR
(Sliver)
See page # 797 for e High Accuracy

more details ¢ Unlimited clamping range
: e High quality alloy steel

¢ High clamping pressure

See page # 791 for

complete listing

TOOLING




