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Power Chucks

KFD-HE 3 JAW POWER CHUCKS

Type 440-92- For use on modern lathes. With large thru hole,
suitable for both bar work and chucking of flange type parts. With
60° serrations and pre-machined draw tube connector.

12 12
130 170 210 254 315 315
Rohm ID No. 154809 154393 154394 154395 154813 154832
Sowa Code No. 389-800 389-801 389-802 389-803 389-804 389-805
Price $ 6,141.40 6,271.50 7,148.20 8,894.50 14,608.50  14,608.50
A 130 170 210 254 315 315
Jaw travel B 2.7 3.4 43 5.1 5.3 5.3
C 67.5 90.6 103.2 112.8 121.8 127.4
Short Taper D 4 5 6 8 8 11
E 11.5 15 16 17.8 17.8 19.4
F 82.6 104.8 133.4 171.4 171.4 235
G 3xM10 3xM10 3x M12 3xM16 3xM16 3x M20
H 13 15 18 23 24 29
Wedge stroke K 10 14 16 19 23 23
L 2.9 3.2 3.2 3.2 3.2 3.2
Large bore M 33 43 52 75 91 121
N 45 57 66 94 108 143
min./max 0 2.5112.5 12/26 15.5/31.5 7.5/26.5 3/26 10/33
P 20 19 20.5 28 32 26
Q/Q max. 12/M40X 1.5  20/M53x2  30/M60x2 45/M85x2 50/M100x2 60/M130 x 2
T 725 96.6 109.2 118.8 127.8 133.4
U M8 M10 M12 M16 M16 M16
VH7.0.05 57 74 92 125 135 170
X & & 3 3 3 3
min./max a 23.8/26.5 34.8/38 37.7/42 50.9/56 56/61.3 72.2/717.5
min. b 7 45 9 10 12 12
min./max c 14 20 25 30 30 30
d 38.5 47 63 7 96 80
e 25 32 40 50 50 50
H7.0.025 10 12 14 16 21 21
Max. swing of top jaws mm 170 230 290 345 410 410
Max. draw bar pull kN 16 25 40 60 60 60
Max. total clamping force approx. kN 36 66 90 135 150 150
Max. admissible speed min-! 7000 6000 5000 4200 3300 3300
Moment of inertia J kgm? 0.011 0.038 0.09 0.22 0.8 0.8
Weight without top jaws approx. kg 55 12 18 29 53 50




ROHM POWER CHUCKS

R§ HIM KFG 2 & 3 JAW POWER CHUCKS , } ol
Y Type 522-05 2 Jaw "
Type 532-05 3 Jaw ] L i
A highly versatile chuck with large through-hole, suitable for both bar work and .
chucking the most varied parts. Toggle joint levers convert the axial operating E

force into radial jaw movements.
* Long j aw movement

-

2 KFG 2 & 3 JAW LEVER TYPE POWER CHU WITH 60° SERRATIONS
Size 160 215 280 350
2 Jaw Rohm ID No. 020686 020687 020688 020689
owa Code No. 389-820 389-821 389-822 389-823
aw Price $ 14,489.60 17,413.60 22,239.70 32,735.40
3 Jaw Rohm ID No. 020666 020667 020668 020669
Sowa Code No. 389-824 389-825 389-826 389-827
e . Price $ 17,001.10 20,423.00 26,404.50 38,642.60
&f %\} Y A 160 215 280 350
(i A 5 o | Jaw travel B 16 20 25 25
T C 79 92 116.2 134.7
| W mﬁ DH? 140 190 255 320
\%% :§ E 4.2 4.2 5.7 5.7
Lt F 104.8 133.4 1334 171.4
e G 3xM10 6 x M12 6 x M12 6 x M16
WL 1 2 Jaws G 4 xM10 4xM12 4xM12 4 xM16
H 20 25 25 35
J 54 74 102 135
K 26 455 66.5 90.5
LH7 66 80 105 140
M 25 2.5 25 25
N 76 90 120 156
0 M6 M8 M8 M10
P 14 16.5 18.7 13.1
Q 3.2 3.7 3.2 4.1
R 13 15 15 20
Draw head stroke min./max. S 19.8/39.8 25.3/50.3 28.8/63.8 32.9/77.9
T 8 12 18 22
U M46 x 1.25 M65 x 1.25 M90 x 1.25 M112 x 1.5
VH? 43 62 87 109
w 23 29 32 37
min./max. a 23/39 31.5/51.5 47.5/72.5 69.5/94.5
b 8 10 13 14
min./max. © 16/41 20/46 26/54 28/65
d 57 66 80 93
e 28 35 45 50
S fH8 11 14 20 21
[ g = 35 63 735
h = 16 16 22
i = 10 10 15
- " k - 24 24 35
4 E oy | - 10 10 17
ot e, WY m M8 M10 Mi2 M16
| - §r n 75 8.5 13 15
W it e e f 0 1.5 1.5 25 3
Ly = Max. swing of jaws mm 242 295 380 480
oy 3y _--""' Max draw bar pull 2jaws kN 16 225 29 35
y Max draw bar pull 3jaws kN 24 33.9 43 52
L Max. total clamping force approx. 2jaws kN 14 20 28 44
Max. total clamping force approx. 3jaws kN 21 30 42 66
Max. admissible speed min.-! 3400 2700 1950 1800
Moment of inertia J 3jaws kgm?2 0.031 0.11 0.425 1.22
Weight without jaws approx. 3 jaws kg 9.3 17 41 75




ROHM POWER CHUCKS

ROHM

SP STATIONARY POWER CHUCKS Features:
SPD- Thru hole  Quick and efficient chucking
SPO- Without thru hole » Concentric gripping of round as well as angular parts

Rohm Power Chucking Fixt ures, used as  Universal through use of different jaws

stationary chucks on drilling, m iling and  *!deal for s eries produc tion
special purpose machines , offer many  Suitable for use in automated work cycle s

advantage s * Gripping force adj ustable by changing the pressure
« Oil or air operated

Type 513-50 SPO/3

= 3 JAW STATIONARY POWER CHUCK witHouT THROUGH HOLE

Chuck
Size 160 215 300
Rohm Id No. 020929 020930 020931
Code No. 389-831 389-832 389-833

= 3 JAW STATIONARY POWER CHUCK witH THROUGH HOLE

Chuck
Size 160 215 300
Rohm Id No. 020926 020927 020928
Code No. 389-828 389-829 389-830
Price $ 11,242.50 12,985.00 23,436.00

Price $ 11,242.50 12,985.00 23,436.00

Type 51220 SPDJ2 ' Type 512-70 SPO/2
Mounting slots offset 90° Mounting slots offset 90°
= 2 JAW STATIONARY POWER CHUCK wiTH THROUGH HOLE = 2 JAW STATIONARY POWER CHUCK wiTHouT THROUGH HOLE
cshil;:k 160 215 300 cShil;:k 160 215 300
Rohm Id No. 020935 020936 020937 Rohm Id No. 020941 020942 020943
Code No. 389-834 389-835 389-836 Code No. 389-837 389-838 389-839
Price $ 10,038.80 11,855.50 21,036.00 Price $ 10,038.80 11,855.50 21,036.00
Type 512-00 SPD/2 Type 512-50 SP0/2

Mounting slots same direction as jaw guides Mounting slots same direction as jaw guides
= 2 JAW STATIONARY POWER CHUCK wiTh THRouGH HoLE = 2 JAW STATIONARY POWER CHUCK wiTHouT THRoUGH HOLE

Chuck

Size 160 215 300
Rohm Id No. 020932 020933 020934
Code No. 389-840 389-841 389-842
Price § 10,038.80 11,855.50 21,036.00

215 300
020938 020939 020940
389-843 389-844 389-845
Price § 10,038.80 11,855.50 21,036.00

912 ‘



ROHM POWER CHUCKS

1

N
ROyHM
KZF POWER OPERATED COLLET CHUCKS
Type 508-31- Power operated collet chucks with bayonet
catch are mainly used for chucking bar work on NC/CNC

lathes. The bar stock can be fed in through the chuck.
Profiles can also be chucked with the appropriate collets.

= KZF POWER OPERATED COLLET CHUCKS

Size 40/5 40/6 60/6 60/8 80/8
Rohm ID No. 417252 417253 417256 417257 417259
Code No. 389-850 389-851 389-852 389-853 389-854

Short Taper 5 6 6 8 8

A 135 170 170 210 210

B 100 100 122 122 150

C 127 128 144 146 170

D 82.563 106.375 106.375 139.719 139.719

E 16 18 18 22 22

F 104.8 133.4 133.4 171.4 171.4

G 4x11.5 4x14 4x14 4x18 4x18

H 18 12 12 16 16

J 25 25 25 30 30

K min. Boto) 34.5 34.5 32.5 28.35

K max. 28 27 27 25 25.5

L 60 60 60 60 60

M 4 xM10 4 x M12 4 x M12 4 x M16 4 xM16

N 62 62 85 85 100

0 M66 x 1.5 M66 x 1.5 M88 x 1.5 M88 x 1.5 M114x1.5

P 8.5 8.5 8.5 8.5 125
Total stroke mm 7.5 7.5 7.5 7.5 35
Max. draw bar pull kN 25 25 30 30 35
Max. admissible speed min.1 8000 8000 5000 5000 4000
Moment of inertia J kgm?2 0.029 0.029 0.049 0.092 0.119
Weight without collet 10.2 14 18

ALSO AVAILABLE FROM ROHM

AIR OPERATED SELF-CONTAINED CHUCKS

CALL TODAY FOR YOUR ROHM CHUCK CATALOGUE
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