


BLADE, V-ANVIL, TUBE & MICROMETERS

BLADE MICROMETERS

* Non-rotating spindle
* Positive locking clip
¢ Insulated frame

¢ Friction thimble

* Speeder on thimble
e Fitted case

ADE MICROMETERS

Range Graduation Blade Thickness
(in x mm) (in/mm) (in/mm) Code No. Price $
INCH MICROMETERS

0-1 .0001 .030 200-225 196.00
1-2 .0001 .030 200-230 221.20
2-3 .0001 .030 200-235 246.50
3-4 .0001 .030 200-240 284.30

METRIC MICROMETERS
0-25 mm .01 mm .75 mm 200-245 196.00
25-50 mm .01 mm .75 mm 200-250 221.20
50-75 mm .01 mm .75 mm 200-255 246.50
75-100 mm .01 mm .75 mm 200-260 284.30

V-ANVIL MICROMETERS

* Ratchet stop with lock nut
¢ .001" graduation
* Fitted case

u -
2 V-ANVIL MICROMETERS
Range
(in x mm) Code No. Price $
60° 3 FLUTE
.04-.600 200-265 183.30
.02-.800 200-270 190.80
.800-1.40 200-275 2217.50
1.4-2 200-280 280.60
2-2.6 200-285 300.80
2.6-3.2 200-290 325.40
108° 5 FLUTE
.200-1.0 200-295 188.90
1-1.8 200-300 243.30
1.8-2.6 200-305 280.60
2.6-3.4 200-310 325.40

TUBE MICROMETERS

¢ Ratchet stop
e Fitted case

= TUBE MICROMETERS

EL Anvil Diameter Graduation
(in x mm) (in/mm) (in/mm) Code No. Price $

0-1 .07 .0001 200-315 48.10
0-1 19 .0001 200-320 48.10
1-2 19 .0001 200-325 55.70
0-25 mm 18 mm .01 mm 200-330 48.10
0-25 mm 48 mm .01 mm 200-335 48.10
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SPLINE, POINT, SCREW THREAD
& INDICATING MICROMETERS

SPLINE MICROMETERS

* Ratchet stop and lock nut
¢ .0001"/.01 mm graduation
* Complete with fitted case

= SPLINE MICROMETERS

Range

(in/mm) Code No. Price $ |
0-1 200-340 77.20
1-2 200-345 83.50
2-3 200-350 89.80
3-4 200-355 100.50
4-5 200-360 113.20
5.6 200-365 125.80

0-25 mm 200-370 77.20

POINT MICROMETERS

¢ Satin chrome finish on thimble
¢ Ratchet thimble and lock nut
 Carbide tipped spindle and nut
* Complete with fitted case

= POINT MICROMETERS

Range Graduation
(in) Code No.
0-1 .0001 200-380 71.20
1-2 .0001 200-385 83.50

SCREW THREAD MICROMETERS

* For 60° thread
¢ .001" graduations
* Includes six anvils 66-48, 44-34, 28-20, 18-12, 11-7, 6-4

Code No. Price $

0-1 200-410 223.40

1-2 200-415 234.10

2-3 200-420 253.10

3-4 200-425 264.40

4-5 200-430 286.00

5-6 200-435 306.80
Replacement Anvil Set 200-412 119.70

INDICATING MICROMETERS

« Tolerance hands can be set as desired 'J’j_v - F-t=

* Carbide faces " -
* Full .006" (+.003") scale -ﬁ'."
* Quick and easy zero adjustment

* 0—1" micrometer dial reads in .0005" increments

* Premium quality, can be used as a Go/No Go gauge

= INDICATING MICROMETERS

Range Graduation
(in) Code No.
0-1 .0005 200-480 371.10
1-2 .0001 200-485 449.70
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DEPTH & INSIDE MICROMETERS

THICKNESS GAUGES

3

DEPTH MICROMETERS

* Base surface hardened and ground
¢ Satin chrome finish

¢ .001" graduations

¢ Complete with fitted case

2 DEPTH MICROMETERS
Range Graduation
(in/mm) (in/mm) Code No. Price $
INCH DEPTH MICROMETERS
0-4 .001 2-1/2 200-550 87.90
0-4 .001 4 200-552 87.90
0-6 .001 2-1/2 200-557 113.20
0-6 .001 4 200-555 113.20
METRIC DEPTH MICROMETERS
0-100 mm .01 mm 64 mm 200-440 135.90
0-100 mm .01 mm 100 mm 200-445 135.90
0-150 mm .01 mm 64 mm 200-450 163.00
0-150 mm .01 mm 100 mm 200-455 113.20

INSIDE MICROMETERS

¢ Satin chrome finish
* With ratchet stop
* Complete with fitted case

= INSIDE MICROMETERS

EN Graduation

-~

(in/mm) (in/mm) Code No. Price $
INCH DEPTH MICROMETERS
2-12 .001 200-460 75.30
1-2 .001 200-465 81.50
METRIC DEPTH MICROMETERS
5-30 mm .01 mm 200-470 75.30
25-50 mm .01 mm 200-475 81.50

POCKET THICKNESS GAUGES

* Designed for carrying convenience
* Quick inspection of paper, leather, wire, plastic, sheet metal and similar materials
e Easy zero point adjustment bezel

= POCKET THICKNESS GAUGES

Range Graduation
(in/mm) Code No. Price $
0-0.5 .0005 200-860 62.60
0-10 mm .01 mm 200-865 62.60

DIAL THICKNESS GAUGES

* This gauge offers a quick and efficient means of inspection
with the grip handle, thumb trigger and spring-loaded spindle

= DIAL THICKNESS GAUGES

Graduation Capacity Throat D Anvil Dia.
(in/mm) (in/mm) (in/mm) (in/mm) . Price $
d 20 mm-25/32 30 mm-1-3/16 6.0 mm-15/16
0-10 mm .01 mm 20 mm 30 mm 6.0 mm 200-915 72.00
0-10 mm .01 mm 21.3 mm 26 mm 10.0 mm 200-920 72.00
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