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SINE BARS, PLANER GAUGES & CUBES

SINE BAR
• Effectively cancels the angle being measured to check

its accuracy
• Ground flat, square and parallel within 0.0002"
• Steel hardened to Rc 52

PLANER GAUGES
• 7/16" to 10" range
• Parallelism of gauging surfaces to base within .0002" in any position
• All surfaces square and parallel for use in any plane
• 1-1/8" wide body
• Beveled ways eliminate side play
• Most accurate planer gauge made
• Base dimensions:

6-3/16" L x 1-1/8" W x 3-1/2" H
• Fitted wooden case and 3" extension included

SINE BAR
Length Width Height Centre

Model No. (in) (in) (in) Distance Parallel Hardness Block Dia. Material Net Weight Code No. Price $
YCT-S25 6-3/8 1 1-1/4 5" 0.00012 HRC52 3/4 SK2 1.0kg 230-760 82.60
YCT-S50 6-3/8 2 1-1/4 5" 0.00012 HRC52 3/4 SK2 1.9kg 230-765 110.60

PLANER GAUGES
Weight (lb) Code No. Price $

4 lb 251-320 530.20

CUBE
Model No. Dimensions Code No. Price $
C-36 3-1/2 x 6 x 3 251-302 526.90

CUBE
• Solid, one-piece hardened steel construction providing

durable strength
• Ground on six sides with the ground surfaces flat, the

cube is square and parallel within .0002"
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SINE VISES

SINE VISES
• Body is one solid piece of steel, hardened like the rest of the sine

vise to Rc 58-62
• Dual .200" minute steps for setting small angles with standard

gauge blocks are built into the gauge block roll
• All 7-1/2" x 3" sine vises have small horizontal and vertical vees in

the moveable jaw
• Provides a quick and accurate means of holding a workpiece at an

angle for machining, drilling or grinding

SINE VISES
Model No. Size (in) Code No. Price $
YCT-SV20 2-1/2 x 2 230-700 182.00
YCT-SV25 3-1/2 x 2-1/2 230-705 220.00
YCT-SV30 3-1/2 x 2-7/8 230-710 279.70
YCT-SV200 2-3/8 x 2 230-715 557.70
YCT-SV250 2-7/8 x 2-1/2 230-720 525.90
YCT-SC300 3-3/8 x 3 230-725 669.20

SINE VISES
• Solid, one piece body
• Locking strap included
• Made from steel hardened to Rc 58-62
• Square and parallel within 0.0002" and 0.0003"
• Angled centre channel provides extra jaw capacity
• Provides a quick and accurate means of holding a workpiece at an angle for grinding or inspection
• Dual 0.200" minutes steps built into the gauge roll allow setting small angles with standard gauge

blocks
• Moveable jaw pulls into base at 45° to 60° to insure maximum holding power and hold-down force,

eliminating tilting and lifting

SINE VISES
Model No. Size (in) Code No. Price $
SV-337 7-1/2 x 3 x 3-5/8 251-160 1,147.30
SV-337-S1 7-1/2 x 3 x 3-5/8 251-162 1,198.10
SV-411 11 x 4 x 4-5/8 251-166 1,874.30
SV-411-S2 11 x 4 x 4-5/8 251-168 1,941.60
SV-612 12 x 6 x 5-1/8 251-170 3,213.50
SV-612-S2 12 x 6 x 5-1/8 251-172 3,316.90
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SINE PLATES

SINE PLATES
All plates are made of hardened steel. Squareness and parallelism .0002"
and .0003". Locking strap always remains below top surface (pat. pending).
Adjustable side rails drop below surface without unbolting. A .200 minute
stepped gauge block roll eliminates steps in base plate. Strong, large hinge
pins. Tapped holes in top plate. Side rails and locking straps included.

COMPOUND SINE PLATES
Compound sine plates include two end rails and two straps for
locking angle settings. Made of hardened steel, each compound
sine plate has .002" deep step for minute angles and tapped holes
in top plate. Squareness and parallelism .0003".

MAGNETIC SINE PLATES
Ceramic permanent magnetic chucks can’t lose their magnetism.
Removable handle for on/off operation, end rails and side rails all
included. Sine plate angles lock rigidly with locking straps.
Squareness, parallelism and roll centre distances within .0002"
and .0003". Unit features .200 minute angle steps.
• Metric sine plates available

SINE PLATES
Centre Distance

Model No. Dimensions of Rolls Code No. Price $
SP-136 6 x 3 x 2 5" within .0002" 251-126 692.60
SP-555 6 x 5 x 2-1/4 5" within .0002" 251-132 1,155.50
SP-66-S1 6 x 6 x 2 5" within .0002" 251-136 1,017.60
SP-612-S2 6 x 12 x 2-5/8 5" within .0002" 251-134 2,040.10
SP-812-S2 8 x 12 x 2-5/8 5" within .0002" 251-140 2,561.90
SP-1212-S2 12 x 12 x 2-5/8 10" within .0002" 251-122 4,606.80
SP-126-S2 12 x 6 x 2-5/8 10" within .0002" 251-124 2,020.40

COMPOUND SINE PLATES
Centre Distance

Model No. Dimensions of Rolls Code No. Price $
SPC-66-S1 6 x 6 x 3 5 within .0002 251-150 2,189.40
SPC-612-S2 6 x 12 x 4-1/8 5 within .0002 251-148 3,600.80
SPC-1212-S2 12 x 12 x 4-1/8 10 within .0002 251-144 7,462.40

MAGNETIC SINE PLATES
Centre Distance

Model No. Dimensions of Rolls Code No. Price $
MSP-66 6 x 6 x 3-3/4 5 within .0002 251-086 2,200.80
MSP-126-S2 6 x 12 x 4-7/8 10 within .0002 251-066 3,597.50
MSP-612-S2 6 x 12 x 4-7/8 5 within .0002 251-082 3,617.20
MSP-1212-S2 12 x 12 x 4-7/8 10 within .0002 251-062 10,214.60

MAGNETIC FINE POLE SINE PLATES
MSP-363-FP 3 x 6 x 3-1/2 5 within .0002 251-072 1,580.50
MSP-66-FP 6 x 6 x 3-3/4 5 within .0002 251-088 2,388.00
MSP-126-FP 6 x 12 x 4-7/8 10 within .0002 251-068 3,822.40
MSP-612-FP-S2 6 x 12 x 4-7/8 5 within .0002 251-084 3,842.00
MSP-1212-FP 12 x 12 x 4-7/8 10 within .0002 251-064 10,661.00
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SINE PLATES

SINE PLATE

YCT-66/YCT-47 Sine Plates
Precision ground, hardened to HRC58° and normalized by a sub-zero
treatment. Rolls are hardened and ground to an accuracy of
0.001mm. High precision of parallelism within 0.002mm and square-
ness within 0.005mm. Set-up and dressing time reduced to a bare
minimum due to simplicity of set up. (Angle 0°, 60°)

COMPOUND MAGNETIC SINE PLATES
Ceramic permanent magnetic chuck. Removable handle for position
on/off control, side rails, end rails all included. Strap locks sine plate
securely. .200 minute angle steps with .0002" and .0003" tolerance in
squareness, parallelism and roll centre distances.
• Fine Pole: (marked FP) 1/8" poles and 1/8" separators

produce shallow flux lines for holding small and thin parts

COMPOUND ANGLE PLATES
Solid, single piece, hardened steel construction provides stable and reliable
positioning for compound use. Comes with one clamp and all holes are
tapped. Plate is square and parallel within .0002".

SINE PLATE
Model No. Width x Length (in) H Code No. Price $
YCT-47 4 x 7 2.37 230-780 371.10
YCT-66 6 x 6 2.37 230-785 395.90
YCT-47M 100 x 175 mm 60 mm 230-770 1,154.40
YCT-66M 150 x 150 mm 60 mm 230-775 1,269.80

C0MPOUND MAGNETIC SINE PLATES
Centre Distance

Model No. Dimensions of Rolls Code No. Price $
MSPC-66 6 x 6 x 5-3/8 5" within .0002" 251-102 3,513.80
MSPC-612 6 x 12 x 6-3/8 5" and 10" within .0002" 251-098 5,177.90
MSPC-1212 12 x 12 x 6-3/8 10" within .0002" 251-094 14,022.10
MSPC-66-FP 6 x 6 x 5-3/8 5" within .0002" 251-104 3,681.20
MSPC-612-FP 6 x 12 x 6-3/8 5" and 10" within .0002" 251-100 5,402.70
MSPC-1212-FP 12 x 12 x 6-3/8 10" within .0002" 251-096 14,468.40

COMPOUND ANGLE PLATES
Model No. Dimensions (in) Weight (lb) Code No. Price $
CAP-46 6 x 4 x 4 x 1 11 251-280 1,037.30
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MAGNETIC TOOLMAKERS CHUCKS
Weight

Model No. Length Width Height (lb) Code No. Price $
MTC-S 5” 2” 2” 6 251-868 617.10
MTC-L 5-1/2 2-3/4 2-1/2 11 251-869 738.60
MTC-LFP 5-1/2 2-3/4 3” 12 251-870 802.70
MTC-VB 5-1/2 2-3/4 3-5/8 13 251-871 802.70
MTC-VB-M** 5-1/2 2-3/4 3-5/8 26 251-872 1,846.40

MAGNETIC TOOLMAKERS CHUCKS
• All models precision ground flat, square and parallel to an overall accuracy

of 0.0005".
• Top, bottom and end magnetize simultaneously.
• Model MTC-VB has "V" capacity of 2-3/4" dia.
• Model MTC-LFP has 3/16" x 1/16" fine pole construction for holding small

or thin parts; and removable side and end rails.

** Matched pair of MTC-VB

MAGNETIC V-BLOCKS & CHUCKS

MTC-S

MTC-L

MTC-LFP

MTC-VB


