Magnetic Plate @ Magnetic Adjustable Link

e 7mm poles, 2mm separators
o Magnetic field intensity: > 650 gauss
e Suitable for light cutting and grinding on lathe, grinder, EDM, and rotary tables

Overall length 4-1/8"
Overall width 2-1/8"
For holding and welding

Magnetic blocks can be set at any angle
by adjustment and locking of the wing nut.

B - 1-»2 When used in multiples, a number of sheets
( > can be held in complicated arrangement
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Model ~ Diameter  Height o eter L1 CodeNo.  Price $ Model Dimensions CodeNo.  Price $
(80) (H)
(LO) (mm)
VGD-08 200mm 78mm 200mm 137mm 230626 2,143.54 VCP-5 2"x1"x1" 230638 78.24

Horizontal & Vertical Rotary And Dividing Tables (HV)

e This HV Type Rotary Table is so designed as to permit
machining operations at a higher dimension than that
of RT Type Rotary tables

o The base can be used in a vertical position to enable
to carry out centre work
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Tailstocks for Rotary Tables B
Cast iron offers good vibration, resistance, good io
wear resistance and machinability. It is heavier
and more economical than steel.

Adjustable Net
Model Highest Lowest Weight
No. (mm) (mm) For Models (kg) Code No. Price $
TS-1 108 80  HV-4,HV-6,BS-0 39 326552 302.99

TS-2 145 115 Hv-8, CC-6, SX-6, BS-1, BS-2 55 326553 302.99
TS-3 200 130 HV-10,HV-12,CC-8, SX-8,BS-2 8.1 326554 307.40
TS-4 260 190  HV-14, HV-16 11.9 326555 417.18

Universal Tilting Rotary Table

Mo

del VU-100, VU-150, VU-300

Tilting range 90° from horizontal to vertical position
1 rotation of handle equals 3 degrees, 5 minutes
tilting reading

10 Second vernier scale

Table Dial 1 minute graduations

Fast degrees: Dividing notch pin and 24 holes
in 15° around, insures rapid accurate spacing

Minimum set-up time e Rugged construction

VU-100 VU-150 VU-300
Code No. Price$ CodeNo. Price$ Code No. Price$

326560 1,354.36 326562 1,550.55 326175 6,416.64

Specifications
Size ¥ & 12
100mm 150mm 300mm
Table Height 117mm 140mm 185mm
Table O/A Height (Vertical)  177mm 216mm 370mm
Centre Hole MT 5
Centre Height (Vertical) ~ 80mm 90mm 208mm
Direct Indexing 24-div. 24-div. 24-div.
Gear Ratio 90:1 90:1 90:1
Weight (approx) 13.5kg 21 kg 125 kg

Order online at www.SowaTool.com or call 1-800-265-8221. Ha7
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